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Translation only valid with German certificate!

(1) EC-Type Examination Certificate

(2)  - Directive 94/9/EC - 
Devices and protective systems intended for usage in explosion hazardous areas 

(3) BVS 05 ATEX E 151 

(4) Device: I/O Fieldbus System Excom Type EG-VA****/BV6***** 

(5) Manufacturer: Hans Turck GmbH & Co. KG 

(6) Address:  45472 Mülheim/Ruhr 

(7) The construction design of these devices as well as the permissible versions are defined in the Annex of 
this prototype test certificate. 

(8) The certification body EXAM BBG Prüf- und Zertitifier GmbH, referred to as body No. 0158 conform to 
article 9 of the Directive 94 / 9 / EC of the European Parliament and the Council of Europe from 23 
March 1994, certifies that the device has fulfilled the fundamental health and safety demands for the 
design and construction of devices and protection systems intended for use in explosion hazardous 
areas in accordance with Annex II of the directive. 

The results of the tests are documented in test protocol BVS.PP 05.2119 EG. 

(9) The fundamental safety and health demands are fulfilled by conformity to  

EN 50281-1-1:1998+A1 Electrical apparatus for use in the presence of combustible dust 

(10)  If the “X” character is positioned behind a certification number, the Annex accompanying this 
certification indicates special conditions necessary for the safe operation of this device

(11) This EC Prototype Test Certificate only relates to the design and the prototype testing of the described 
device in compliance with directive 94/9/EC. 
Further demands of the directive which are not covered by this certification are necessary for the 
production and launch of the device onto the market. 

(12)  The marking of the device must contain the following  

II 2D IP65 T 135°C 

EXAM BBG Prüf- und Zertitifier GmbH 
Bochum, the 05 October 2005

Certification Body    Area specialist 

(13)    Annex to

(14)   EC-Type Examination Certificate 
(BVS 05 ATEX E 151 

(15) 15.1 Object and type 
 I/O fieldbus system Excom 
 Type   EG-VA****/BV6***** 
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15.2 Description
The I/O Fieldbus System Excom Type EG-VA****/BV6***** consists of a stainless-steel housing to enhanced 
safety category “e” which is installed in the module carrier, and which can be equipped with various modules. 
Control and regulation components can also be fitted. 

15.3 Specifications
15.3.1 Electrical specifications conform to PTB 03 ATEX 1028 

With an installed module carrier of type code 04, 05, 06, 07, 08, 09, and 14, 15, 16 as well as the 
combination of module carrier and upstream module carrier type code 81, 82, 83, 91, 92, and 93: 
Rated voltage  Ue up to  230 V 

With installed module carriers of type code 01, 02, 03, and 11, 12, 13: 
Rated voltage  Ue up to  40 V 

Rated current  Ie max.  11 A 

Rated cross-section max: 4 mm2  solid 
     2.5 mm2  flexible 

Only with installed control and regulation components of type code 01 and 02 does the following 
deviation apply 
Rated cross-section max: 2.5 mm2  solid 

     2.5 mm2  flexible 

15.3.2 Thermal specifications conform to PTB 03 ATEX 1028 
Ambient temperature range
Type EG-VA6555/BV6***** with fitted module carriers  
of type code 01, 02, 03, 11, 12 and 13 
and
Type EG-VA4055/BV6***** with fitted module carriers  
of type code 11, 12 and 13 

     -20°C … +53°C 

Ambient temperature range
Type EG-VA6555/BV6***** with fitted module carriers  
of type code 04, 05, 06, 07, 08, 09, 14, 15, 16, 81, 82, 83  
and
Type EG-VA4055/BV6***** with fitted module carriers  
of type code 14, 15, 16, 91, 92 and 93 

-20°C … +48°C 

To ensure that the maximum temperature for temperature class T4, or the maximum surface 
temperature of 135°C is not exceeded, the maximum ambient temperature of the installed module is 
derated in accordance with the power of the modules. 
More detailed information is available in the operating manuals 

Type EG-VA6555/BV6***** with fitted module carriers  
of type code 01, 02, 03, 11, 12 and 13 
Power Pin   Admissible ambient temperature 
Pin < 59 W   -20°C … +40°C 
Pin < 50 W   -20°C … +45°C 
Pin < 40 W   -20°C … +50°C 
Pin < 30 W   -20°C … +53°C 

Type EG-VA4055/BV6***** with fitted module carriers  
of type code 11, 12 and 13 
Power Pin   Admissible ambient temperature 
Pin < 30 W   -20°C … +48°C 
Pin < 20 W   -20°C … +53°C 

Type EG-VA6555/BV6***** with fitted module carriers  
of type code 04, 05, 06, 07, 08, 09, 14, 15, 16, 81, 82, 83  
Power Pin   Admissible ambient temperature 
Pin < 59 W   -20°C … +34°C 
Pin < 50 W   -20°C … +37°C 
Pin < 40 W   -20°C … +43°C 
Pin < 30 W   -20°C … +48°C 

Type EG-VA4055/BV6***** with fitted module carriers  
of type code 14, 15, 16, 91, 92 and 93 
Power Pin   Admissible ambient temperature 
Pin < 30 W   -20°C … +41°C 
Pin < 20 W   -20°C … +48°C 

15.3.3 Protection degree conform to EN 60529  IP65 

(16)    Test protocol 
   BVS.PP 05.2119 EG, date 05.10.2005 

(17)    Special conditions for safe operation 
             not required 
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Konformitätserklärung Nr. 4053 M  
Declaration of Conformity 

 
Diese Konformitätserklärung entspricht der Europäischen Norm EN 45014 ”Allgemeine Kriterien für Konformitätserklärungen von 
Anbietern”. Die Grundlage der Kriterien sind internationale Dokumente, insbesondere ISO/IEC Leitfaden 22, 1982: ”Information on 
manufacturer’s declaration of conformity with standards or other technical specifications”. 
This “Declaration of Conformity“ complies with the European Standard EN 45014 ”General criteria for a supplier’s declaration of 
conformity”. These criteria are based on the relevant international documentation, particularly the ISO/IEC Guide 22, 1982: 
”Information on the manufacturer’s declaration of conformity with standards or other technical specifications”. 
 

Wir/ We HANS TURCK GMBH & CO KG 
 WITZLEBENSTR. 7, D - 45472 MÜLHEIM A.D. RUHR 

erklären in alleiniger Verantwortung, dass die Produkte 
declare under our sole responsibility that the products 
 

I/O Feldbussystem Excom Typ EG-VA**** **/BV6***** 

auf die sich die Erklärung bezieht, mit den folgenden Normen übereinstimmen 
to which this declaration relates are in conformity with the following standards 

EN 61326:2006 
 

und wo anwendbar 
and where applicable 

 
EN 61241-0:2006 EN 61241-1:2004 
 

Gemäß den Bestimmungen der Richtlinie (falls zutreffend) 
Following the provisions of Directive (if applicable) 

EMV - Richtlinie  / EMC Directive  2004 / 108 / EG     15. Dez. 2004 
Richtlinie ATEX 100a  / Directive ATEX 100a  94 / 9 / EG              23. März 1994 
                                   

Weitere Normen 
additional standards 

      

Aussteller der EG-Baumusterbescheinigung:  
DEKRA EXAM GmbH            
Dinnendahlstraße 9, 44809 Bochum 
Kenn-Nr. 0158, Registriernummer: BVS 05 ATEX E 151       Kennzeichnung         II 2D 
 
 
 
 
 
 

Mülheim, den 08.12.2010 (i.V. W. Stoll) 
Ort und Datum der Austellung / 
Place and date of issue 

Name und Unterschrift des Befugten /  
Name and signature of authorized person 

 

 


